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SUMMARY 

A wave propagation study was completed to determine the in vivo 
dynamic material properties of the dura mater in mongrel dogs. A por- 
tion of the thoracic spinal cord was exposed by laminectomy. The dog 
was artificially respired after its muscles were paralyzed to prevent 
any jerk reflex initiated by the spinal cord during the experiment. In 
the pressure wave experiments, sinusoidal pressure signals were induced 
on the in vivo and in situ spinal cord with a probe attached to an 
electromagnetic vibrator. At two other locations, signals were monitored 
by pressure transducers pressed gently against the cord. The speed of 
the wave propagation was determined at various frequencies from the 
measured time lag and the distance between the transducers. Assuming a 
model of an elastic tube filled with inviscid fluid, the Young's modulus 
for the dura in the circumferential direction was computed via the so- 
called Moens-Korteweg equation. Similar measurements were made on the 
axial and torsional waves. These waves were induced by attaching a 
specially designed adapter to the vibrator. The propogation of these 
waves was monitored at two other locations, where targets with an opti- 
cal discontinuity (black and yellow interface) were mounted. The move- 
ment of these targets as a result of the wave transit, were followed by 
an electro-optical tracking system. The results showed that the spinal 
dura mater behaved like an anisotropic medium, being stiffest when 
loaded normal to its surface and softest under torsional loading. Based 
on the experimental data, mean values for the circumferential and axial 
Young's moduli and shear modulus, useful for the frequency range of 
t h e s e  t e s t s  were recommended.  
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INTRODUCTION 

S p i n a l  co rd  i n j u r i e s ,  p a r t i c u l a r l y  t h o s e  which  r e s u l t  i n  p a r a -  
p l e g i a  and q u a d r i p l e g i a ,  p r e s e n t  an economic  p rob lem o f  s t a g g e r i n g  
m a g n i t u d e .  The c h i e f  cause  o f  t h e s e  i n j u r i e s  a r e  a u t o m o b i l e ,  i n d u s -  
t r i a l  and s p o r t s  a c c i d e n t s .  In  a d d i t i o n ,  war c a s u a l t i e s  a re  a l s o  a 
ma jo r  c o n t r i b u t o r  f o r  t h e s e  t r a u m a t i c  i n j u r i e s .  

The g r e a t e s t  d e f i c i t  i n  e x p e r i m e n t a l  s t u d i e s  i s  t h e  l a c k  o f  i n -  
v e s t i g a t i o n s  linking the mechanics of the input trauma to the sequence 
of physiopathologic responses. A fairly large effort on the material 
properties of the in vitro vertebrae and discs has been supported by 
such federal agencies as the Departments of Defense and Transportation, 
as well as the National Institutes of Health. However, knowledge of 
the d~namic, in vivo, in situ material properties of the spinal cord 
itself is practically nonexistent. Without this class of data, our 
pathophysiologic understanding would at best be qualitative and thus 
incomplete. The purpose of the present study is to fill in this gap 
in our quantitative knowledge and understanding of the response of the 
spinal cord under dynamic loads. 

Thi s  r e p o r t  d e s c r i b e s  i n  d e t a i l  t h e  d e t e r m i n a t i o n  o f  t h e  i n  v i v o  
dynamic  m a t e r i a l  p r o p e r t i e s  o f  t h e  c a n i n e  s p i n a l  co rd  from i t s  wave 
t r a n s m i s s i o n  c h a r a c t e r i s t i c s .  S i n u s o i d a l  p r e s s u r e ,  a x i a l  and t o r s i o n a l  
waves were  i n d u c e d  on t h e  exposed  s p i n a l  co rd  o f  a dog and t h e  waves 
m o n i t o r e d  a t  two o t h e r  l o c a t i o n s  a t  a f i x e d  d i s t a n c e  from each  o t h e r .  
The p r e s s u r e ,  a x i a l  and t o r s i o n a l  wave s p e e d s  computed f rom t h e  above 
measu remen t s  a r e  u sed  t o  y i e l d  v a l u e s  f o r  t h e  e l a s t i c  m o d u l i  o f  t h e  
d u r a  m a t e r .  S i n c e  t h e  c e n t r a l  n e r v o u s  s y s t e m  (CNS), c o n s i s t i n g  o f  t h e  
c o r t e x ,  b r a i n s t e m ,  s p i n a l  co rd  and cauda  e q u i n a ,  i s  a c l o s e d ,  i n t e g r a l  
f u n c t i o n a l  u n i t ,  t h e  m a t e r i a l  p r o p e r t i e s  d e t e r m i n e d  from t h e  d u r a  i n -  
v e s t e d  b r a i n  t i s s u e  a t  t h e  s p i n a l  co rd  l e v e l  s h o u l d  a l s o  shed  much 
l i g h t  on t h e  m a t e r i a l  b e h a v i o r  f o r  t h e  r e s t  o f  t h e  s y s t e m .  

BRIEF REVIEW OF PREVIOUS WORK 

Extensive investigations have been reported on wave propagation 
characteristics on fluid filled elastic/viscoelastic tubes mainly as 
a model for blood flow in the circulatory system. Some typical publi- 
cations are those of Womersley (1957), Atabek (1968) and Maxwell and 
Anliker (1968). The theory of wave propagation has also been success- 
fully applied in in vivo experimental analysis of the behavior of the 
blood vessels in dogs and a detailed review is found in Anliker (1972). 

The d u r a  m a t e r  has  been  t e s t e d  in  v i t r o .  McElhaney e t  a l .  (1973) 
r e p o r t e d  a mean Young ' s  modulus  o f  a p p r o x i m a t e l y  6000 p s i  u n d e r  q u a s i -  
s t a t i c  c o n d i t i o n s  and 8800 p s i  a t  a s t r a i n  r a t e  o f  6 .66  sec  -1 .  The 
v i s c o e l a s t i c  d e s c r i p t i o n  o f  t h e  b r a i n  m a t e r i a l ,  which  i s  a l s o  c o n t a i n e d  
i n  t h e  s p i n a l  c o r d ,  has  been  a c h i e v e d  t h r o u g h  i n  v i t r o  t e s t i n g .  The 
two q u a n t i t i e s  o f  i n t e r e s t  a r e  t h e  complex b u l k  modulus  and t h e  complex 
s h e a r  modu lus .  There  i s  g e n e r a l  c o n s e n s u s ,  s ee  McElhaney e t  a l .  (1973) ,  



t h a t  t h e  bu lk  modulus i s  about  300,000 p s i  and i n d e p e n d e n t  o f  f r e q u e n c y ;  
i . e . ,  t he  b r a i n  has  an e l a s t i c  r e s p o n s e  to  h y d r o s t a t i c  I o a d i n g .  F a l l e n -  
s t e i n  e t  a l .  (1969) s u b j e c t e d  r e c t a n g u l a r  specimens  o f  b r a i n  to  a s i n u -  
s o i d a l l y  v a r y i n g  s h e a r  s t r e s s  and measured t h e  r e s u l t i n g  s t r a i n .  They 
o b t a i n e d  a r e a l  p a r t  in  t h e  range  o f  0.09 to  0.16 ps i  and a l o s s  t a n g e n t  
( t h e  r a t i o  o f  t h e  i m a g i n a r y  to  the  r e a l  p a r t )  from 0.40 co 0.55 in  t he  
f r e q u e n c y  r ange  o f  9-10 Hz. Shuck and Advani (1972) imposed a un i fo rm  
s t e a d y  s t a t e  a n g u l a r  d i s p l a c e m e n t  on one base  o f  a b r a i n - f i l l e d  c y l i n d e r  
and measured  t h e  t o r q u e  magni tude  and phase  t r a n s m i t t e d  th rough  t h e  
c y l i n d e r .  The t h e o r e t i c a l  a n a l y s i s  o f  t he  expe r imen t  a l lowed  the  com- 
p u t a t i o n  o f  t he  i m a g i n a r y  and r e a l  p a r t s  o f  t he  complex s h e a r  modulus to  
be c a l c u l a t e d .  The t e s t  was conduc t ed  a t  a f r e q u e n c y  range  o f  1-350 Hz. 
The v a l u e s  r e p o r t e d  by Shuck and Advani (1972) d i f f e r e d  from F a l l e n s t e i n  
e t  a l .  (1969) by an o r d e r  o f  magn i tude .  I t  i s  f a i r l y  easy  to  show t h a t  
f o r  an impact  o f  s e v e r a l  m i l l i s e c o n d s  d u r a t i o n ,  i t  i s  n e c e s s a r y  to  know 
t h e  s h e a r  modulus f u n c t i o n  over  t h e  f r e q u e n c y  range  o f  0-2200 Hz. 

While t he  in  v i t r o  work c i t e d  above i s  i m p o r t a n t  and n e c e s s a r y ,  one 
canno t  i n f e r  t h a t  t h e i r  combina t ion  must i p s o  f a c t o  be t h e i r  in  v ivo  
b e h a v i o r .  Three  f a c t o r s  can c o n t r i b u t e  to  t h e  d i s c r e p a n c y :  ( i )  The 
s p i n a l  co rd  i s  a x i a l l y  t e t h e r e d ,  see  Bre ig  (1960); ( i i )  The s p i n a l  cord  
m a t t e r  and t h e  dura  ma te r  a r e  both  v i s c o e l a s t i c ;  and ( i i i )  The s o f t  t i s -  
sue p r e s s u r e  on the  s p i n a l  cord  from i t s  s u r r o u n d i n g s .  Thus,  t he  need 
f o r  in  v ivo  e x p e r i m e n t s  i s  c l e a r l y  obv ious .  

THEORETICAL BACKGROUND OF THE PRESENT PROPOSAL 

With t h e  v a l u e s  o b t a i n e d  from the  in  v i t r o  e x p e r i m e n t s  ment ioned  
above,  the  s p i n a l  cord  can be i d e a l i z e d  as a t h i n = w a l l e d  v i s c o e l s a t i c  
membraneous t a p e r e d  tube  f i l l e d  w i t h  an invisc2.d and i n c o m p r e s s i b l e  
f l u i d .  The wa l l  o f  t h e  dura  ma te r  i s  assumed to  have i s o t r o p i c ,  homo- 
geneous and v i s c o e l a s t i c  p r o p e r t i e s .  C l a s s i c a i  wave p r o p a g a t i o n  t h e o r y  
and e x p e r i m e n t s  have been a p p l i e d  to  d e t e r m i n e  :its m a t e r i a l  p r o p e r t i e s ,  
as has been  shown by A n l i k e r  (1972).  Three  types  of  waves a r e  p r e s e n t  
when such a sys tem i s  d i s t u r b e d :  

½ 
(a) Cp = (gh /2p fa )  , (1) 

where E i s  t he  Young's  modulus in  t he  c i r c u m f e r e n t i a l  d i r e c t i o n  o f  t h e  
v e s s e l  w a l l ,  h i s  t he  wa i l  t h i c k n e s s  o f  t h e  v e s s e l ,  o f  i s  t h e  d e n s i t y  
o f  t h e  f l u i d  and a i s  the  r a d i u s  o f  the  tube .  

(b) c a = [E/0 S (1 -~2)  ] ½ (2) 

where O 
S 

i s  t h e  d e n s i t y  o f  t he  wa l l  and ~, i t s  P o i s s o n ' s  r a t i o .  

(c) c t : {G/Ps)½ (3) 

where G is the shear modulus of the wall. These waves are referred to 



as the pressure, axial and torsional waves according to their predomi- 
nant physical characteristics. The pressure waves are characterized 
by a strong interaction between the "fluid" and the tube wall, whereas 
the axial and torsional waves exhibit very little fluid-membrane inter- 
action. It is possible to induce small transient signals in which one 
of the three waves are dominant and measure its phase velocity, disper- 
sion and attenuation properties as a function of the applied frequen- 
cies. By selecting transient signals in the form of a finite train of 
sine waves, the need for Fourier transform computation is eliminated if 
the wall medium is mildly dispersive, i.e., the phase velocity is changed 
by a few percent when the frequency is changed by 10%. Since the Fourier 
spectrum of the input signal is dominated in proportion to the length of 
the train at the input frequency, the speed of the transient signal is a 
good approximation to the phase velocity at the given frequency. 

The wave transmission characteristics described above have been ex- 
tensively studied on fluid-filled latex rubber tubes by Klip et al. 
(1967). However, careful consideration must be given in applying the 
theory to physiological conditions in vivo. In physiological systems 
like the spinal cord, we would expect a wave velocity of the order of 5 
to I0 m/sec. From the relation 

c = n X ,  ( 4 )  

where c i s  t h e  wave speed ,  n i s  t he  f r e q u e n c y  and k i s  t he  wave l e n g t h ,  
we know t h a t  a t  a f r e q u e n c y  o f  1 H z ,  t he  wave w i l l  t r a v e l  a d i ~ t a u c e  o f  
5 to  10 m in  one second.  In an expe r imen t  when a p p r o x i m a t e l y  10 cm o f  
s p i n a l  cord  i s  exposed ,  one w i l l  e n c o u n t e r  m u l t i p l e  r e f l e c t i o n s  and d i s -  
t o r t i o n s  o f  t he  wave shape a t  l o w - f r e q u e n c y  i n p u t  p u l s e s .  These r e f l e c -  
t i o n s  make the  d e t e r m i n a t i o n  o f  t h e  phase  v e l o c i t i e s  and a t t e n u a t i o n  a 
much more c o m p l i c a t e d  t a s k .  Moreover ,  Maxwell and A n l i k e r  (1968),  have 
shown t h a t  in  b lood  v e s s e l s ,  p r e s s u r e  waves o f  h igh  f r e q u e n c i e s  and 
smal l  amp l i t udes  a r e  d i s s i p a t e d  p r i m a r i l y  by t h e  v i s c o e l a s t i c  b e h a v i o r  
o f  t he  w a l l .  In l i g h t  o f  t he  above c o n s i d e r a t i o n s ,  i t  i s  t h u s ,  p r e f e r =  
ab le  to  pe r f o r m  t h e  wave p r o p a g a t i o n  s t u d i e s  in  v ivo  a t  h igh  f r e q u e n c i e s  
in  t he  o r d e r  o f  100 Hz, than  a t  t h e  lower  f r e q u e n c i e s .  At 100 Hz, t h e  
i n p u t  s i n e  wave would t h e o r e t i c a l l y  have l i t t l e  or  no d i s t o r t i o n  i f  t h e  
p r e s s u r e  t r a n s d u c e r s  a r e  p l a c e d  S to  10 cm a p a r t .  The assumpt ion  t h a t  
t he  s p i n a l  cord  i s  a v i s c o e l a s t i c  t a p e r e d  tube  c o n s i s t i n g  o f  i n v i s c i d  
i n c o m p r e s s i b l e  f l u i d  i s  a l s o  j u s t i f i e d  i f  l i m i t e d  to  h igh  f r e q u e n c i e s .  
A d d i t i o n a l l y ,  t h e  m a t e r i a l  p r o p e r t i e s  f o r  t he  h igh  s t r a i n  r a t e s  encoun-  
t e r e d  in  t rauma,  c o r r e s p o n d  to  p r e c i s e l y  i t s  h igh  f r e q u e n c y  r e s p o n s e .  
Guided by the  above c o n s i d e r a t i o n s ,  we pe r fo rmed  a f e a s i b i l i t y  s t u d y  
(F ina l  Repor t  o f  C o n t r a c t  DAMD17-74-G-9384) to  e s t a b l i s h  t he  animal  
s u r g i c a l  p r o c e d u r e  and a l s o  to  d e t e r m i n e  the  r e q u i r e d  e l e c t r o m e c h a n i c a l  
equipment  f o r  t h e  p r o j e c t .  This  r e p o r t  by Liu e t  a l .  (197S) was p a r t  o f  
t h e  p r e v i o u s  c o n t r a c t ,  o f  which the  p r e s e n t  c o n t r a c t  i s  a l o g i c a l  con= 
tinuation. 



EXPERIMENTAL METHODS AND APPARATI 

I. Animal Preparation 

Medium-sized mongrel dogs used in this study were suitably anesthe- 
tized by sodium pentobarbital injected i. v. at the following dosage: 1 cc 
C50 ng/cc} per S lb. weight of the dog. Cannulation of the femoral vein 
was performed so that future injections of anesthetic, other drugs or 
saline can be quickly accomplished, if and when necessary, during the 
course of the experiment. The dog was also connected to a respirator 
either through a tracheostomy or by tracheal intubation. Surgery consis- 
ted of exposing a portion of the spinal cord in the thoracic region of 
the dog through a posterior approach. The process was very similar to a 
laminectomy, a standard surgical procedure. Fig. 1 shows the exposed por- 
tion of a canine spinal cord after the surgery was completed. During the 
surgery, excessive bleeding was kept to a minimum through the use of a 
Valley Lab. Model SSC 1 coagulator. Replacement saline, at body tempera- 
ture, is periodically injected through the venous cannula to maintain 
homeostasis.~ust before the actual experiment with the spinal cord, 
Decamathoniun~ at a dosage of 1 cc (0.01 mg/cc) per I0 ibs weight of the 
dog was injected to paralyze the muscles. The animal was connected to a 
respirator upon fasciculation of the respiratory muscles. 

. E x p e r i m e n t a l  P r o c e d u r e  

(a) Pressure Waves: 

Sinusoidal pressure waves were induced by pressing a metal probe of 
1/4" diameter connected to a vibrator (Ling Electronics, Model 203). The 
vibrator was in turn connected to a sine wave generator (Heathkit IG-18) 
through a tone burst generator (General Radio 1396-B). The tone burst 
generator was included in the set up so that a finite train of sine waves 
can be delivered to activate the vibrator for each measurement. The 
reason for using finite train waves was discussed in detail by Moritz 
(1969) and is omitted here in the interest of brevity. We generally have 
used a train of 4 sine waves in our experiments. 

A schematic of the experimental set up is shown in Fig. 2. Through 
this arrangement sinusoidal signals of variable amplitudes and frequen- 
cies can be applied, for a given time duration, to the probe. The pres- 
sure waves thus induced on the spinal cord were monitored through Entran 
micro pressure transducers (Model EPA 125E-5) mounted on 1/4" diameter 
aluminum probes at the factory. These transducers were connected to an 
Astrodata signal conditioner-amplifier system, which in turn was con- 
nected to a four channel storage oscilloscope (Tektronix Model 5103N). 
The input signal was displayed along with the two pressure signals picked 
up. The transducers were mounted on a specially constructed stand, which 
can be adjusted such that the transducers are positioned with a slight 
pressure on the cord. The distance between the two transducers are 
measured on a scale mounted on the stand. A picture of the setup is shown 



Fig. 1 Dog after laminectomy showing the exposed spinal cord. 
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in Fig. 3. The signals obtained were recorded on the oscilloscope and a 
Polaroid picture taken for later analysis and data reduction. Typical 
pressure wave recordings thus obtained are shown in Fig. 4. 

In the contract proposal, we had intended to determine the logari- 
thmic decrement of the pressure wave by positioning the second transducer 
at various distances from the first transducer and monitoring the pressure 
waves. A plot of the amplitude ratio as a function of distance would 
have yielded some data on the dissipative properties of the dura mater. 
However, it was not possible to determine the true amplitude ratio of 
the pressure waves between the two locations with the present method of 
monitoring the pressure waves. This was due to the fact that the Entran 
pressure transducers mounted on probes had to be pressed against the 
cord to pick up the signal and the amplitude of the pressure waves 
picked up was highly dependent on the proper positioning and preload 
given to the transducer. To estimate the preload in the present system 
would have required mounting a LVDT in series with the pressure probe. 
To overcome this difficulty without additional equipment purchase, we 
tried a different system using Statham P23db blood pressure transducers. 
A fine 22 G hypodermic needle, connected to a flexible tubing, was 
attached to the transducer and the needle was inserted into the subarach- 
noid space to measure directly the pressure waves of the CSF. However, 
in trying out this procedure (on three dogs) we encountered considerable 
difficulties. Statham dome type pressure transducers are very poor in 
performance for frequencies above i0 Hz because of the distensibility of 
the fluld-filled flexible tubing between the needle and the transducers. 
At higher frequencies, we could definitely observe the whipping action 
on the flexible tubing resulting in erratic signals. Geddes (1970) has 
analyzed and shown that the frequency response for these transducers be- 
come nonlinear above 40 Hz with a resonance frequency of 280 Hz. After 
these trials, we are convinced that the only way to measure pressure is 
to insert a micro-tip pressure transducer, such as the one manufactured 
by Millar, directly into the subarachnoid space of the spinal cord. 
This could be a worthwhile point to pursue in a future investigation. 
Due to the unavailability of such transducers in our lab, we did not 
attempt to evaluate the logarithmic decrement in the pressure wave 
propagation studies of the spinal cord. 

(b) Axial and torsional waves: 

Even though not specifically included in the present contract pro- 
posal, the experiments on axial and torsional waves were also undertaken 
with the aid of an Optron Electro-optical Tracker System (model 810) 
which was purchased for our laboratory through NIH funding. To induce 
the axial and torsional waves, a special adapter shown in Fig. 5, was 
designed and attached to the electromagnetic shaker. The design of the 
adapter was similar to the one described by Moritz (1969) in his study 
of waves in arteries. The lower portion of the Plexiglass adapter was 
attached to the dura mater of the spinal cord and the vibrator probe 
connected to the adapter to induce torsional and axial motions respective- 
ly. 



[:i~. 3 Set up of the vibrator and pressure transducers mounted on 
a stand to measure the pressure wave propagation. 
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Two small targets (0.65 cm. dia.) made of plastic tape with an 
optical discontinuity (black and yellow interface) were glued with cy- 
anoacrylate to the surface of the exposed dura, which was pre-cleaned 
with acetone. Regulated D-C light sources illuminated the targets and 
the optical head of the electro-optical tracker (one for each target) 
were focussed on the targets, light was reflected from the surface of 
the target and focused, by means of a lens system, upon the photo-sen- 
sitive cathode of the photo-multiplier tube. A secondary emission of 
electrons, thus produced, is accelerated down the tube towards the 
defining aperture which sees only a very small part of the electron 
image. The deflection oscillator causes the beam of electrons to sweep 
back and forth across the aperture. As the line of contrast sweeps 
past the aperture, there is a sharp jump in output current. The logic 
circuitry then converts this to a voltage proportional to the position 
of the interface on that sweep. A high scanning rate of 50 kHz provides 
for a very high frequency response. The propagating wave was sensed by 
electr~op~icaltrackers at two different sites and were again displayed 
on the storage oscilloscope and photographed for later analysis. 
The distance between the targets for each experiment was then directly 
measured on the spinal cord. The set up for torsional waves is shown 
in Fig. 6. Typical axial and torsional signals obtained are shown in 
Figs. 7 and 8 respectively. At the end of t~ese experiments, the dia- 
meter of the cord was measured with precision calipers. After sacrifice, 
the dura was dissected out and its thickness measured. 

3. Data R e d u c t i o n  and E r r o r  A n a l y s i s  

To d e t e r m i n e  the  wave speeds  on the  t h r e e  t y p e s  o f  waves ,  t he  d a t a  
r e d u c t i o n  c o n s i s t e d  o f :  (1) measur ing  the  d i s t a n c e ,  Ax, be tween  the  
p r e s s u r e  t r a n s d u c e r s  f o r  p r e s s u r e  waves or  be tween  the  t a r g e t s  f o r  a x i a l  
and t o r s i o n a l  waves and (2) d e t e r m i n i n g  t he  t ime l ag ,  At,  be tween  t he  
two s i g n a l s  from the  P o l a r o i d  p i c t u r e s  o f  the  t r a c e s  r e c o r d e d  on the  
o s c i l l o s c o p e .  In the  ca se  o f  p r e s s u r e  waves ,  t he  d i s t a n c e ,  Ax, be tween  
t he  two t r a n s d u c e r s  was d i r e c t l y  r ead  from the  s p e c i a l l y  c o n s t r u c t e d  
s t a n d .  For the  o t h e r  two waves ,  t he  d i s t a n c e  be tween  the  t a r g e t s  moun- 
t ed  on t h e  cord  was d i r e c t l y  measured u s i n g  a p r e c i s i o n  c a l i p e r .  The 
p o s s i b l e  e r r o r s  i n v o l v e d  in  t h e s e  measurements  as w e l l  as t h e  t e c h n i q u e  
used  in  the  d e t e r m i n a t i o n  o f  the  t ime l ag ,  At,  w i l l  be d i s c u s s e d  a t  t he  
end o f  t h i s  s e c t i o n .  

The determination of the time lag, At, between the two photographed 
signals stored in the oscilloscope, used a method similar to that des- 
cribed by Van Buskirk (1970). The scheme describing the method is illus- 
trated in Fig. 9. Essentially the method utilizes the intersections of 
the tangents at two successive inflection points to determine the time 
difference, At. Several measurements can be taken on successive "appa- 
rent'inflection points and the average taken as the time lag for compu- 
tations. However, because the total length of the exposed spinal cord 
was always less than i0 cm, and since the distance between the targets 
was restricted by attenuation to about 4 cm or less, the time lag between 
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Fig ,  6 Optron electro-optical trackc~ ~ _,,~,c~ [ - , , : - ~ o n i t o r i n g  the 

torsional wavcs. 
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the signals were of the order of 1 msec. It will be very difficult to 
manually measure such time lags without introducing substantial errors. 
Hence, the data reduction was performed on a digitizer connected to a 
Hewlett-Packard Model 9820 programmable calculator. A specific compu- 
ter program was written for this data reduction. Tnitially, the photo- 
graph was aligned with the XY axes of the digitizer and a scale factor 
was determined to relate the time scale of the photograph to the coor- 
dinates of the digitizer. The tangents at the inflecti)n points were 
drawn by tracing the straight line portion of the "sinusoidal" signal 
with the digitizer probe and a straight line was fitted using a least 
squares criterion. The program is then used to calculate the inter- 
cepts of straight lines of the inflection points. To determine the lag 
between the two signals, the calculator prints out the time difference 
between the interception points. The computer program listing is given 
in Appendix A. 

With the expected errors in Ax and At thus established, the maxi- 
mum expected error in the phase velocity c can be estimated. Since c 
is given by 

c = Ax/At 

t h e  maximum e x p e c t e d  r e l a t i v e  e r r o r  i s  g i v e n  by 

~ c / c  -- ~ ( A x ) / ~ x  + 6 ( a t ) / A t  

where 6(Ax) and 6(At) are the maximum expected errors in the measurement 
of Ax and At. 

In the measurement of the distance between the targets, the maximum 
expected error can be estimated for the different types of waves. In the 
case of the pressure waves, the distance between the transducer probes 
are directly measured on the scale fitted to the specially constructed 
stand. However, in taking this value for the measurement of 5x, it is 
assumed that the transducer probes are parallel to each other where it is 
touching the spinal cord. This assumption was checked by actually measur- 
ing the distance between the probes at that level after the experiment and 
comparing it with the readings obtained from the scale. The maximum dif- 
ference observed between the two measurements were 1 mm in 20 mm or 5%. 

In the case of axial waves, the distance between the targets were 
directly measured using a vernier caliper. Assuming the maximum error in 
this measurement to be 1 division in the main scale of 1 mm in target dis- 
tances of the order of 40 mm, the error in measurement of Ax in axial 
waves is estimated to be 2.5%. 

In the case of torsional waves, the target distance Ax was similarly 
measured using the caliper. However, the finite dimensions of the targets 
caused some uncertainty as to the definition of Ax since the point on the 
line of contrast viewed by the trackers could not be exactly identified. 
The lines of contrast of the targets were about 6 mm long and assumming that 
the point ifl the line of contrast can vary b F as much as 3 mm in target 
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distances of the order of 20 mm, errors as much as 15% can be expected. 
But this error was kept to a minimum by taking care to keep the optical 
trackers focused on the centers of the target lines. 

The program written for the digitizer to determine the time lag 
between the signals was tested on photographs of pure sinusoidal signals 
with known time lags. The accuracy of the measurement of the time lag 
with the procedure described above wa:~ found to be within 0.5% when the 
time lag was 5 msec. However, due to the restrictions on targets dis- 
tances to within 4 cm, the typical time lags were of the order of 1 msec. 
Since there was no way to compare the measured time lags with any known 
values for the recorded data, the measurements on the same photograph 
were repeated several times to determine the variations in time lag 
values. In this manner, a conservative error estimate of 15% in time lag 
measurement was obtained. 

4. Computation of Elastic Moduli 

Having computed the wave speeds, the corresponding elastic moduli 
were easily found from the relations given in eqs. (i) - (3). For the 
case of the pressure waves, two additional measurements of the radius of 
the cord and the thickness of the dura mater are necessary. These dia- 
meter measurements were made in situ at the end of the experiment as 
soon as the dog was sacrificed. The thickness was measured in vitro by 
cutting out a segment of the cord. Several measurements of the radius 
and thickness were made and an average value is computed for each dog. 
Also, in the case of the pressure waves, the density of the CSF was taken 
as 1.0 gm/cm 3. The values for the Poisson's ratio and the density of the 
dura mater required for the other two waves were obtained from those 
reported in the literature (see Clauser et al. 1969). The values used 
were I.I gms/cm 3 for density and 0.5 for the Poisson's ratio. 

5. Results and Discussion 

After preliminary trials on 4 dogs in which the logistics of the 
experiment were worked out and a method of procedure established, a 
total of 10 dogs were used in measuring all the three types of waves. 
The frequency of the input sine wave was varied from 40 Hz to approxi- 
mately 300 Hz. Below 40 Hz, the signals exhibited interference patterns 
which were probably due to reflections, i.e., the peaks and valleys of 
the monitored signals were not well defined. Even though measurements 
were carried out to as high as 600 Hz in some experiments, it was noticed 
that at higher frequencies, the spinal cord began to respond to a 4 cycle 
input as a single burst. The frequency resolution became a function of 
total duration of the gated signal rather than the signal itself. Of the 
three types of waves, the torsional waves exhibited the slowest wave 
speed and highest dissipation. Thus, the distance between the targets in 
torsional wave measurement was set to less than 1.5 cm. The range of 
frequency response was generally limited to 40-180 Hz. The axial waves 
were the fastest and to insure successful measurements of the wave speed, 
the targets had to be placed at least 4 cm. apart. 

17 



Fig. I0 shows the wave speed as a function of frequency of the 
pressure waves measured. At each frequency, the mean and standard devia- 
tion of several measurements from the 10 experiments were computed and 
plotted. The wave speed for the pressure measurement was in the order of 
25 m/sec. Fig. II shows a similar variation of the Young's modulus found 
through eq. (I) as a function of frequency. The Young's modulus thus ob- 
tained is of the order of 2 x 108 dynes/cm 2. Table 1 shows the wave 
speed and the Young's modulus at various frequencies along with the 
standard deviation. At each frequency, the number of measurements out of 
which the average value was obtained is also indicated in the Table. 

Figs. 12 and 15 show the variation of the torsional wave speed and 
the shear modulus as a function of frequency and the results have also 
been tabulated in Table 2. Similar results for the axial wave experiments 
are given in Figs. 14 and 15 and Table 3. 

Even though a total of I0 dogs were used in this series of experi- 
ments, not all the measurements were successful. Of the three types of 
waves, the torsional waves were the slowest and were most successfully 
measured with the target distance of about 1.5 to 2 cm. 

The measurement of pressure waves depended crucially on the position- 
ing and the pre-load on the transducers. Sometimes, while inducing the 
pressure waves, the spinal cord tended to slip out from under the pressure 
transducer and thus yielded inconsistent signals. In one of the experi- 
ments, the dog died during the pressure wave measurements and the wave 
speed increased at least by an order of magnitude. These particular mea- 
surements were excluded from the final analysis. 

The axial wave speed was the fastest of the three waves and neces- 
sitated the targets to be mounted far apart from each other. For target 
placements 4 cm from each other, we detected clear signals from both the 
targets. However, the time lag between the signals was of the order of 
0.2 msecs, and measurements of such small times were very difficult even 
with the help of the digitizer. We tried placing the targets 7 cm. apart 
and were not successful in getting any measurement with the distal target 
due to the attenuation. In spite of very careful measurements, our results 
from several trials were very inconsistent and hence our reported results 
on the axial wave speed and the computed Young's modulus are tentative. 
A different approach, perhaps using tape recordings of the signals and 
computer analysis is required to accurately determine the time lags in 
axial wave signals. 

Even though some variations of wave speed were observed with fre- 
quency, a definite trend in either increase or decrease in wave speed was 
undetectable with the limited number of measurements. 

On each of the type of waves, assuming the spinal cord is mildly dis- 
persive, a straight line was fitted to the values at various frequencies 
using a least square fit. The area under this straight line, bounded by 
the x axis was computed and using a rectangle of the same area, a mean 
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Frequency 
Hz 

i00 

120 

140 

160 

180 

200 

220 

240 

No. Wave Spped E x 10 -7 dynes/cm2(iSD)- 
of trials m/sec (±SD) P 

8 22.60 (7.36) 11.80(7.95) 

6 27.94 (12.96) 20.28(19.20) 

5 33.38 (15.61) 27.95(26.37) 

5 24.96 (8.83) 14.19(8.60) 

6 29.43 (16.06) 21.16(19.20) 

5 28.56 (7.92) 18.51(9.07) 

7 28.88 (14.29) 23.77(20.03) 

6 34.93 (10.66) 27.14(12.11) 

Table i. Pressure Wave Speed (± Standard Deviation) and 
the Young's Modulus (± SD) for various frequencies. 
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Frequency 
Hz 

60 

80 

i00 

120 

140 

160 

180 

200 

Table . 

No. Wave Speed Shear Modulus G x 
of trails m/sec (±SD) dynes/cm 2 (±SD) 

5 9.97(5.11) 1.40(1.24) 

9 11.32(6.38) 2.32(2.27) 

i0 7.70(3.15) 1.05(0.38) 

7 9.30(3.32) 1.14(0.83) 

5 9.24(3.95) 1.13(0.99) 

5 8.42(3.08) 1.00(0.98) 

5 9.12(3.99) 1.04(0.69) 

3 11.63(2.40) 1.53(0.63) 

Torsional Wave Speed and the Shear Modulus for 
various frequencies. 

-6 
i0 
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Frequency No. 
Hz of trials 

i00 4 

140 2 

180 2 

220 2 

260 2 

300 2 

Table 3. Axial Wave Speed 
frequencies. 

Wave Speed E xl0 -7 
m/sec (±SD) dyn~s/cm2(±SD) 

57.16(10.02) 2.76(0.90) 

53.42(13.47) 2.43(1.19) 

69.28(2.14) 3.96(0.25) 

71.49(0.80) 4.22(0.09) 

70.34(3.23) 4.31(0.69) 

67.23(0.43) 3.73(0.05) 

and Young's Modulus for various 
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value for the elastic moduli applicable at all the frequencies were 
obtained. These values have been indicated by the dotted horizontal 
lines in Figs. II, 13 and 15. These values are 

E = 2.060 x 108 dynes/cm 2 (3181 psi) 
P 

G = 1.762 x I06 dynes/cm 2 (25.56 psi) 

E = 3.567 x i07 dynes/cm 2 (517 psi) 
a 

McElhaney e t  a l .  (1973) pe r fo rmed  in  v i t r o  t e n s i l e  t e s t s  on e x c i s e d  
du ra  m a t e r  from t h e  head o f  c a d a v e r s  and r h e s u s  monkeys and r e p o r t e d  mean 
v a l u e s  f o r  t h e  Young's  modulus o f  6000 p s i  i n c r e a s i n g  to  a v a l u e  o f  8800 
p s i  a t  a s t r a i n ,  r a t e  o f  6.66 sec  -1 .  By compar i son ,  our  in  v ivo  s tudy in  
t h e  c a n i n e  s p i n a l  cord  y i e l d e d  a mean v a l u e  o f  3180 p s i  f o r  t h e  ~i rcum- 
f e r e n t i a l  Young's  modulus w i t h  t he  p r e s s u r e  wave s t u d y  and 517 p s i  f o r  t he  
a x i a l  Young's  modulus from t h e  a x i a l  wave s t u d y .  The s h e a r  modulus ob- 
t a i n e d  from t h e  t o r s i o n a l  wave p r o p a g a t i o n  s t u d y  y i e l d e d  a mean v a l u e  o f  
25 p s i  and,  as f a r  as we a r e  aware ,  no d a t a  has been r e p o r t e d  in  t he  
l i t e r a t u r e  t o  compare our  r e s u l t s  w i t h .  

McElhaney e t  a l .  (1973) have p o i n t e d  ou t  t h a t  m i c r o s t r u c t u r a l l y ,  t h e  
duma m a t e r ,  in  r e g i o n s  r e l a t i v e l y  f r e e  from l a r g e  b lood  v e s s e l s ,  appeared  
to  be a membrane wi th  e v i d e n t  d i r e c t i o n s  o f  f i b e r  r e i n f o r c e m e n t .  T h e i r  
t e n s i l e  t e s t s  were  p e r f o r m e d  in  t h r e e  d i f f e r e n t  d i r e c t i o n s ,  i . e . ,  p a r a l l e l ,  
p e r p e n d i c u l a r  and d i a g o n a l  to  t h e  s a g i t t a l  p l a n e .  However, t h e i r  t e s t s  
were  i n c o n c l u s i v e  on t h e  e f f e c t  o f  f i b e r  d i r e c t i o n s  a l t h o u g h  a t r e n d  
towards  an i n c r e a s e d  modulus a long  t h e  f i b e r  d i r e c t i o n  was o b s e r v e d .  

Our in vivo study, using three types of wave propagation, showed that 
the elastic modulus changes with direction. The spinal cord duma mater 
is not isotropic but has at least transversely isqtropic material prop- 
erties. Our results further indicate that the duma mater ~s strongest 
~-~en loaded perpendicularly to its surface, i.e., resulting in a predomi- 
nant hoop stress and weakest when rotated, i.e., when significant shear 
stress is induced. 
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S ~ Y  AND RECOI~vIENDATION 

In t h i s  s t t .dy ,  a s e r i e s  o f  e x p e r i m e n t s  were conduc ted  to  de~ermine  
the  in  v ivo m a t ~ r i a l  p r o p e r t i e s  o f  t h e  s p i n a l  co rd  th rough  i t s  wave prop-  
a g a t i o n  c h a r a c t e r i s t i c s .  The r e s u l t s  showed t h a t  t he  dura  ma te r  e x h i b i -  
t ed  a n i s o t r o p i c  m a t e r i a l  p r o p e r t i e s :  be ing  s t i f f e s t  f o r  l o a d i n g  normal 
to  i t s  s u r f a c e  and weakes t  when t w i s t e d .  The l i m i t e d  number o f  measure -  
ments done in  10 dogs showed a l a r g e  s c a t t e r  in  the  d a t a  f o r  e l a s t i c  
moduli. However, specific mean values for the Young's moduli in the cir- 
cumferential and axial directions and a value for the shear modulus have 
been obtained. Such an order-of-magnitude result is already adequate for 
any mathematical modeling effort. 

Specific recommendations for refining the obtained results are 
given below. 

(1) More expe r imen t s  need to  be done to  o b t a i n  s t a t i s t i c a l l y  s i g n i f i c a n t  
v a l u e s  f o r  t h e  e l a s t i c  moduli  o f  t h e  s p i n a l  co rd .  

(2) M i c r o c a t h e t e r - t i p p e d  p r e s s u r e  t r a n s d u c e r s  need to  be used to  avoid  t h e  
d i f f i c u l t i e s  d e s c r i b e d  i n  u s i n g  t h e  dome- type  s t r a i n  gage t r a n s d u c e r s  in  
t he  p r e s s u r e - w a v e  s t u d y .  The use  o f  m i c r o t i p p e d - t r a n s d u c e r s  would a l s o  
he lp  in  e s t i m a t i n g  t h e  damping o f  t he  p r e s s u r e  waves wi th  d i s t a n c e .  

(3) For a x i a l  wave s t u d i e s ,  r e c o r d i n g  t h e  s i g n a l s  on t a p e  f o r  l a t e r  compu- 
t e r  a n a l y s i s  may be a t t e m p t e d  t o  enab l e  a more a c c u r a t e  measurement  o f  t he  
t ime  l ag .  

(4) The measurements  on the  t h r e e  t ypes  o f  waves can be r e p e a t e d  a f t e r  t he  
dog i s  dead so t h a t  any n e c r o t i c  changes  i n  m a t e r i a l  p r o p e r t i e s  can a l s o  
be measured .  

(5) The measurements can be repeated with the CSF drained and the spinal 
nerve tethering removed. This is easily done by cutting the spinal nerves 
near its exit from the cord. The new data will give an estimate of the 
CSF contribution to wave propagation. 

(6) The dura can be dissected out and the wave propagation studies repeated 
on the pia mater. 

(7) The e n t i r e  s e r i e s  cou ld  be r e p e a t e d  as a f u n c t i o n  o f  d e c r e a s i n g  a r t e r i a l  
b lood  p r e s s u r e  u n t i l  d e a t h .  For f u r t h e r  compar i son ,  t h e  t i s s u e  cou ld  be 
f i x e d  in  f o r m a l i n  and t h e  wave p r o p a g a t i o n  measurements  r e p e a t e d  in  s i t u .  
Thus, the differences, if any, between in vivo, in situ and in vitro 
material properties can be delineated. 
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PROGRAM DESCRIPTION 

For each sine wave on a photograph, we wish to determine three 
tangents, derive the abscissas of their points of intersection, Pl, P2, 
and use these values to obtain the time lag between the second and third 
signals (see Figure AI). The algorithm was implemented on a Hewlett 
Packard Model 9820 Calculator with a Model 9864A Digitizer having a 
resolution of .01". 

S i n c e  the data g e n e r a t e d  by the digitizer are in units of length, 
a scaling factor is required to convert from length to the desired units 
of time. After setting the digitizer origin and aligning the photograph, 
t h e  s c a l e  f a c t o r  i s  c a l c u l a t e d :  

A 
B = 

Ix' - x"! 

where A is the time in milliseconds per division of the oscilloscope 
graticule (entered via keyboard) and x', x" are the end points of the 
interval (entered via single samples of digitizer). Any number which is 
printed out by the calculator is first multiplied by this conversion 
f a c t o r .  

To obtain the best straight line approximation of the tangents, 
y = alx + a0, we calculate the linear regression of y on x using data 
generated by the digitizer. From the theory, 
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ZX. 2 - Z x .  
ZYi z z ZxiYi 

nZx. 2 2 z - (Zxi)  

= b (y intercept) 

nZxiY i ZxiEY i 
a I : : m (slope) 

nZx.2 2 z - (Zxi) 

The xi, Yi a r e  obtained by operating the digitizer in the continuous 
sample mode and utilizing a loop in the program to input the digitizer 

coordinates and accumulate the sums. The digitizer is moved slowly with 
a constant motion over the best straight line portion of the signal slope. 
To flag the program that the trace is completed, a single data entry is 
made below t h e  o r i g i n .  

After the coefficients for three tangents have been determined and 
printed out, the x coordinates of their points of intersection are derived. 
At point PI, the following relation holds: 

mlx I + b I = m2x I + b 2 

where bl, m I is the y intercept and slope of tangent t I and b2, m 2 is the 
y i n t e r c e p t  and s l o p e  o f  t a n g e n t  t 2. 

~z 
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Using s imple  a l g e b r a ,  

xl -- 
m I - m 2 

Similarly, 

x2 = b~ - b2 
m 2 - m 3 

TheSe values are stored and printed out. Since the difference of these 
two values represent half the period of the signal, an approximate value 
of the signal frequency is also printed out. 

When the  t h i r d  s i g n a l  has been t r a c e d ,  two v a l u e s  o f  t he  t ime lag 
o f  the  second s i g n a l  to  the  t h i r d  i s  c a l c u l a t e d  from the  two peak po~i= 
t i o n s  o£ each s i g n a l .  

I f  t h e r e  i s  a p r e a l i g n e d  p l a s t i c  shea th  f o r  t he  p h o t o g r a p h s ,  the  
pho tograph  a l ignment  p rocedu re  can be e l i m i n a t e d .  Also ,  i f  t he  pho to -  
graphs  are  the  same s i z e  and the  o s c i l l o s c o p e  g r a t i c u l e  i s  unchanged,  
the  c o n v e r s i o n  f a c t o r  i s  a c o n s t a n t  and t h a t  p rocedure  can be e l i m i n a t e d .  
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PROGRAM FLOW 

® 

® 

® 

Fig. A2 

C START~ 

/ / Program ID 

J 
/ ~I~ / 

Photograph number 

, ,  ~ 
Set digitizer origin [ 

(lower left corner of photo) 

i ..... In, i t i a l i z e  signal counter ,t 
! 

, , ,  + , , i 

SUBROUTINE "SETUP" 1 
to align photograph, input & print time 
interval, calculat e & print scale factor 

/, PRINT / 
Form of tangent lines 

..I 
~"SGNL" 

Increment signal counter i 
Clear tangent counter I 

PRINT / 
Signal number and tangent 

coefficient header 

~"A~AI" 
1~ Clear summing registers I 

Digitizer Program 
Flow Chart 
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Accumulate 
sums 

I 
continue 

<) 

DIGITIZER INPUT 
,y coordinates of straight 

/line portion. ......... of signal slope/ 

S ~llpl  

I YES (completed sample) 

[., Calculate fi print [ 
tangent coefficients ...... 

next t angen  

YES 

SUBROUTINE "PEAKS" ] 
to calculate fi print abscissas of 

tangent line intersections 

I[ Calculate ~ print frequency 
of signal .... from abscissas 

next  s i g n a  

~ YES 

' PRINT 
Header f o r  lags  , j 

Calculate fi print lags 
between last two signals 

! 

Fig. A2 Digitizer Program 
(cont'd) Flow Chart 
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REGISTER DEFINITIONS ~ USAGES 

A: (i) in subrouting "SETUP", used as an input register for keying in 
time interval of photograph. 

(ii) in main program, used as a counter for number of tangent lines. 

0 - first 

2 second 

4 - third 

i n c r e m e n t e d  by 2 f o r  each t a n g e n t .  When 
>4 program jumps to  s u b r o u t i n e  "PEAKS". 

Also ,  i t  i s  an index  f o r  s t o r i n g  y i n t e r c e p t s  (ao) ~ s l o p e s  
( e l )  f o r  t a n g e n t  l i n e s .  

B: i n c h e s  ÷ m i l l i s e c o n d  c o n v e r s i o n  f a c t o r .  C a l c u l a t e d  in  s u b r o u t i n e  
"SETUP". 

X,Y: t e m p o r a r y  c o o r d i n a t e s  o f  c u r r e n t  p o i n t  from d i g i t i z e r .  

C: ( i )  in  s u b r o u t i n g  "SETUP", t empora ry  s t o r a g e  f o r  a b s o l u t e  v a l u e  o f  
d i s t a n c e  be tween  t ime  i n t e r v a l  end p o i n t s .  

( i i )  in  main program,  a c c u m u l a t o r  f o r  number o f  p o i n t s  in  each l i n e a r  
a p p r o x i m a t i o n  o f  t a n g e n t .  

( i i i )  dummy v a r i a b l e  in  t h e  ENTER i n s t r u c t i o n s  when t h e y  a r e  used 
as a s i g n a l  to  t h e  u s e r .  

Z: c o u n t e r  f o r  number o f  s i g n a l s .  

( i )  in  s u b r o u t i n e  "PEAKS", i f  z = 1 sk ips  p r i n t - o u t  o f  x c o o r d i n a t e s  
o f  peak p o s i t i o n s .  

( i i )  in  main program,  i f  z = 3 go to  c a l c u l a t i o n  and p r i n t - o u t  o f  
l ags  be tween  s i g n a l s  2 and 3. 

R~: (i) in subrouting "SETUP", input register for Ist end-point of time 
interval. 

(ii) in main program, y intercept for ist tangent line. 

RI: (i) in subroutine "SETUP", input register for 2nd end-point of time 
interval. 

(ii) in main program, slope of ist tangent line. 

R2: y intercept for 2nd tangent line. 

R3: slope for 2nd tangent line. 

R4: y intercept for 3 tangent line. 
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R5: s l o p e  f o r  5rd t a n g e n t  l i n e .  

R6: x c o o r d i n a t e  o f  peak  1 o f  c u r r e n t  s i g n a l .  C a l c u l a t e d  in  "PEAKS". 

R7: x c o o r d i n a t e  o f  peak 2 o f  c u r r e n t  s i g n a l .  C a l c u l a t e d  in  "PEAKS". 

RS: s t o r a g e  f o r  x c o o r d i n a t e  o f  peak  1 o f  p r e v i o u s  s i g n a l .  

R9: s t o r a g e  f o r  x c o o r d i n a t e  o f  peak 2 o f  p r e v i o u s  s i g n a l .  

R10: n o t  u s e d .  

R l l :  n o t  u s e d .  

R12: E x. when a c c u m u l a t i n g  f o r  l e a s t - s q u a r e s .  
1 

R13: ~ Yi when a c c u m u l a t i n g  f o r  l e a s t - s q u a r e s .  

R14: E x i2  when a c c u m u l a t i n g  f o r  l e a s t - s q u a r e s .  

R15: X y i  2 when a c c u m u l a t i n g  f o r  l e a s t - s q u a r e s .  

R16: X xiY i when a c c u m u l a t i n g  f o r  l e a s t - s q u a r e s .  

R17: d e n o m i n a t o r  f o r  l e a s t - s q u a r e s  c a l c u l a t i o n ,  i . e . ,  CR14-R12R12. 
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